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S66D Door Skimmer with T75F Filter Tank  
Pond Installation

 2.50 At-Rest Water Level & Overflow 
 2.50 At-Rest Water Level 

 8.75 

Level Intake

Overflow

At-rest water level 

At Minimal Flow

Skimmer Door self-adjusts 
with the water flow

The skimmer can be raised or 
lowered when using the 
included eccentric coupling.

S66D Skimmer & T75F Filter Tank| Pond 

At Full Flow

The highest water level in the pond matches the in-tank overflow level.

The At-Rest water level in the pond is determined by the overflow level inside the 
Filter Tank.  The highest overflow level is 2.50" down from the top of Filter Tank.
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S66D Door Skimmer with T390F Filter Tank  
Pond Installation

 2.50 At Rest Water Level & Overflow 
 2.50 At-Rest Water Level 

 8.75 

Overflow
Level Intake

For maximum flow, rotate 
the eccentric coupling 
to lower the skimmer.

At-rest water level 

The highest water level in the pond matches the in-tank overflow level.

At Full Flow

S66D Skimmer & T390F Filter Tank| Pond 

Skimmer Door self-adjusts 
with the water flow

At Minimal Flow

The At-Rest water level in the pond is determined by the overflow level inside the 
Filter Tank.  The highest overflow level is 2.50" down from the top of Filter Tank.
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