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Maelstrom Filter

Our revolutionary Maelstrom filter sets a new standard in pre-tank 
rainwater filtering. The Maelstrom’s unique U-shaped filter keeps 
leaves and debris down to 180 microns out of your tank while 
significantly increasing your water catchment efficiency, even at 
high flow rates (96% at 10 litres per second in wet systems*). 

APPLIES TO THESE  
RAIN HARVESTING STEPS

Limit sources of contamination

Plan for volume

Filter leaves and debris

Divert the first flush

Secure the system

Manage standing water

Consider a safety net

Monitor and maintain

Product benefits 

• A single point, rainwater filter with a ground breaking
U-shaped design

• The 180 micron filter screens particles 5 times smaller than
a standard tank screen

• Reduces the hassle of maintenance through self -flushing
• Blocks out light that supports algae growth
• Can be installed in a variety of pre-tank locations
• Reduces frequency and cost of tank cleaning by lowering

sediment build up
• Mounting plate fits 300mm, 400mm and 500mm tank openings,

or can be used for mounting in-tank, on wall or in a pit

*For wet/charged system configuration with clean water flow Blue Mountain Co   Product Catalogue

Pre-Tank 

Maelstrom Pre-Tank can be mounted on your wall or 
at another convenient place before your tank. For dry 
systems, it can even be used in place of rain heads, 
offering centralised, super-fine filtering to keep leaves 
and debris out of your rainwater.

On-Tank 
Maelstrom On-Tank eliminates the problem of water 
splashing off your tank inlet screen, especially at high 
flow rates. Its phenomenal water catchment efficiency 
(96% at 3,600 litres/hour in wet systems) gives you 
more water, faster, so you can take full advantage of 
every raindrop.

How it works 
Rainwater from the gutters flows 
into the U-shaped filter. The first 
primary filter diverts leaves and 
larger debris and the secondary 
ultra-fine 180-micron filter stops 
even finer particles. During major 
rain events, the overflow helps 
flush-out leaves and debris. 
A final 0.955mm screen prevents 
mosquitoes entering the tank. 
The filtered water is funnelled 
through the base into the tank.

In a Pit
Maelstrom Pit allows you to filter the rainwater you 
harvest at one central point for easy cleaning and 
maintenance. This is ideal for dry rain harvesting 
systems – especially those with belowground tanks.
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